
Buddy Club Racing Spec Shifter for 10th Gen 
Honda Civic (Non Type -R) 

 

Tools  needed: 

 * 10mm Socket, with appropriate size ratchet 

 * Long extension for ratchet 

 *  Interior panel removal tools or Flat Head screwdriver 
(Wrapped in electrical tape to prevent  scratching) 

 * Philips head screwdriver 

 * Magnetic reaching tool (you will drop a bolt or screw) 

 

Pro Tip: Take pictures / notes of the orientation of clips and connectors before 
removing them, this will save you time when re-installing  your new racing spec 
shifter. 

 



 

1. Pull down shift boot to separate from shift knob, unscrew shift knob and set 
aside. 

 

 

 

2. Using a interior panel tool or flat head screw driver, pop out the panels on 
either side of the climate control unit , these pieces are held in with clips and 
need to light prying to come loose. 

 



 

3. Remove (2) Phillips head screws indicated by red circles in picture. 

 

 

4. Lift up on shifter console panel to detach retainer clips.  

 



 

5. Detach electrical connection clips and put shift boot assembly off to side. 

 

 

6. Remove (2) Phillips screws on either side of climate control unit. 

 



 

7. Detach climate control unit and wiring connectors located on the back of the 
unit. 

 

 

8. Remove (2) Phillips screws located behind climate control panel. 

 



 

9. Remove (1) Phillips screw located at bottom of shifter console. 

 

 

10. Detach shifter console base plate and set aside. 

 



 

11. Using interior panel tool detach charging panel and move to the side (no need 
to detach electrical connectors, unless you would like some more room to work, 
we chose against it) 

 

 

 

12. Detach electrical clip and wire retaining clip (circled in blue) and remove 
upper shifter console piece and set aside. 

 



 

11. Disconnect shifter cables from locations circled in pink by removing retaining 
clip and disconnecting from shifter base. 

 

 

12. Remove (4) 10mm bolts that hold the shifter assembly in place using a 10mm 
socket with a ratchet and long extension. These bolts are pretty deep in the 
console and you may need to put two extensions together in order to reach them. 

 



 

13. Tilt shifter assembly slightly and disconnect the shifter cable from assembly, 
then return shifter to correct position and remove cable retainer from shifter 
assembly. 

 

14. Disconnect remaining wire retaining clips, making sure there are no more clips 
or cables attached to the shifter assembly. 



 

15. Remove shifter assembly from location. 

 

 

16. Remove Stock shifter assembly base bushings and insert them into your new 
Buddy Club Racing Spec Shifter in the same location, they are very easy to remove 
and re-install, be careful that you don't tear the bushing if you use a screwdriver 
to pry them out. 



 

17. Installation of the Racing Spec Shifter is the reverse of the removal of the 
stock assembly, make sure you note the location and orientation off all cables and 
connecters to aid in a speedy installation . Once installed make sure all 
connections are completed and secured before taking your vehicle out for a test 
drive. 


